
 
 

 

 

 

Office of the Sr. Dy. Director(EDP) 
5th Floor, Administrative Building, 
Willingdon Island, Cochin-682009 

 
 

No. FIN/EDP/PCs&Peripherals/2025      Dated:  29.09.2025 
 
 
 
 

NOTICE INVITING BUDGETARY QUOTE 
 
 

Cochin Port Authority (CoPA) is intending to invite Tenders from eligible vendors for supply & 

Installation of 1. Nos. Video Conferencing System (PTZ Camera  with Mic & Speakers). Therefore, 

Budgetary Quote is invited for Video Conferencing System from prospective bidders for deriving 

budgetary estimate.   

 

All prospective bidders are requested to submit the budgetary quote by duly filling Annexure-I and 

submit the same along with this Notice Inviting Budgetary Quote in sealed cover addressed to the 

Sr.Dy.Director (EDP), Office of the Sr. Dy. Director(EDP), 5th Floor, Administrative Building, Cochin 

Port Authority, Willingdon Island, Cochin-682009 to reach the office on or before 13.10.2025 at 

17.00Hrs. 

 
 
                                                Sd/- 

Senior Deputy Director (EDP) 
 

 

 

 

 

 

 

 

 



 
 

 

 

Annexure-I 

BUDGETARY QUOTE 

Name of the Vendor 
 

Address of the Vendor 

 
 
 
 
 
 
 

City  

Phone  

e-mail  

GST No 
 

 

Place:  

Date :  

Seal                                                    Authorised Signature 

Item  Description 

Unit Price 

(Rs) 

Excl.Tax 

Total 

Amount (Rs) 

Excl tax 

Tax 

Rs. 

Total 

Amount 

(Rs) Incl. 

tax 

Video Conferencing Camera  
(PTZ Camera with 10x Zoom) 

As per Specification in Annexure-II 

    

Speakerphone with built-in Microphones 

for Video Conferencing system 

As per Specification in  Annexure-III 

    

HDMI cables 15 mtr, USB cable 10Mtr and 

other cables and connectors 
    

Installation charges if any     



 
 

 

 

Annexure-II 

Video Conferencing Camera Specifications 

Sl. 
No PARAMETERS           SPECIFICATIONS 

1 Camera Speccification PTZ Camera with 10x Zoom  

2 Connection/Interface USB2.0 or more interface 

3 Video Resolution 

1920 x 1080 pixels (1080p) should support on Board H.264 or 
better on board Encoding to save PC processing power and 
should support USB 2.0 Plug and play. 

4 Field of View  Minimum of 58.5 degree or above field of view 

5 Colour  It should support 24 bit color or better 

6 Length of HDMI cable  15 meter or above 

7 Aspect Ratio  The system should support 16:9 or higher 

8 Anti flicker compensation  Should be there 

9 S/N Ratio  > 55dB 

10 Pan range  
The camera should have a PAN rotation angle of -170 degree to 
+170 degree or better 

11 Tilt range  
The camera should have a Tilt rotation angle of -30 degrees to 
+90 degrees or better 

12 Accessory  
The camera should be supplied with IR remote control as an 
included accessory 

13 Auto Focus  Should support auto focus 

14 Optical Zoom  The camera must support at least 10x optical zoom 

15 Number of Preset Camera should support 255 presets 

16 Digital Zoom The camera must support at least 16x Digital zoom 

17 Certificate 

Should be BIS, CE & CB certified based on latest 2020-2021 CB 
International standard and also CB Test Reports to be 
submitted. 

Additional Specification  

Sl. 
No 

Specification Parameter 
Name Bid Requirement (Allowed Values) 

1 Required FOV Minimum of 58.5 degree or above field of view 

2 Communication Interface 
1xRS232 In: 8 pin Min, Max Distance: 30m, Protocol: 
VISCA/Pelco-D /Pelco-P 

3 Extension Cable 
15 meter USB extension cable should be supplied with camera & 
cable should be 4K optical cable from the same OEM. 

4 General 
Camera & Audio equipments must be from same OEM to avoid 
conflicts at the time of installation & integration. 



 
 

 

 

 

Annexure-III 

 

Specifications Speakerphone with built-in Microphones for Video Conferencing system 

Sr. 
No. Parameter Specifications 

1 Audio Technology 

The system should have a DSP based Echo Cancellation>-65dB 
with echo tail of 500ms or better and bi Directional noise 
suppression of >-18dB or better 

2 Audio 

It should have a frequency response of 100Hz to 22KHz or better 
with Microphone coverage of 3 meters, 360 degrees or better 
with Integrated 4 Microphones. It should cover upto 5 meters or 
more with the help of external microphones. The unit should 
have provision to connect external 2 microphones with wired 
connectivity to expand the audio pick-up coverage. 

3 Audio Output The speaker volume should be 92dB or better. 

4 
Audio For USB VoIP 
Network 

It should have a Microphone and Speaker frequency band of 
100Hz to 22KHz or better 

5 Ports It should have USB port for Skype calling. 

6 Buttons 
It should have Mute Indicator, Mute Mic, Mute Speaker, Vol 
Up/Down or more. 

7 Features It should support AEC, AGC, NLP, Noise reduction or better. 

8 Certifications 
It should have CE, FCC & RoHS & latest CB Certification and also 
CB Test Reports to be submitted. 

9 General 
Camera & Audio equipments must be from same OEM to avoid 
conflicts at the time of installation & integration. 

 


